SECTION 9 - ACOUSTICAL ELEMENTS FOR

WALLS AND CEILINGS

SPECIFICATIONS FOR TECHNI-SILENCE INC. PANELS

Part 1: General Information


1.1
Scope of work

.1
The contractor will provide labour, material, 

equipment, and supervision necessary to 

complete the work as per specifications, 

drawings and more fully described as follows:

Supply and install acoustical elements for walls 

or ceilings.


1.2 
Sample


.1
Submit sample(s) representing finished product.






.2
The submitted sample(s) must show the method 

of assembly, installation, and mounting as per 

specifications of manufacturer Techni-Silence 

Inc.






.3
The specifier shall be the sole determinant of all 

substitutions and/or changes and will require 

written approval.


1.3
Performance

.1
Supply laboratory report of acoustical sound 

absorption of materials.


1.4
Installation Conditions 
.1
Installation of acoustical elements shall not 

begin before all surfaces are completely dry.






.2
Installation work shall not begin before the 

building is enclosed and all dust producing work 

is finished.






.3
Proper temperature and humidity conditions 

shall be stabilized before, during, and following 

installation. A temperature of 15º Celsius 

minimum shall be maintained and humidity level 

of 50% maximum.


1.5
Maintenance material
.1
Provide fabric finishes in clearly marked cartons 

equivalent to __________% of total surface to 

be covered and this, for each pattern and style 

required for the project.






.2
Maintenance material provided is to be of the 

same dye lot as used for installation of 

acoustical elements.

Part 2 : Products


Acoustical Panels

2.1
Material


.1
Wall or ceiling acoustical panels constructed of

high density fiberglass, covered with fabric/vinyl, 

as manufactured by Techni-Silence Inc.

Fabric/vinyl 

from 

 colour

 

 or equivalent subject to 

approval by 

. The fabric/vinyl must 

be compatible with panels and must be 

approved by the manufacturer.






.2
Fiberglass panels: density of 112.1 kg/m3 or 

7lb./ft3 with resin hardened edges, (squared / 

rounded / mitered / beveled) with corners 

(exterior / hinged).






.3
The acoustical panels will have a noise 

reduction coefficient (NRC) of = 








.4
Dimension: as per 

 requirement 

(25 or 50mm) (1” or 2”) thickness.

Ceiling Baffles

2.1
Material


.1
Suspended ceiling baffles constructed of

high density fiberglass, covered with fabric/vinyl, 

as manufactured by Techni-Silence Inc.
Fabric/vinyl 

from 

 colour

 

 or equivalent subject to 

approval by 

. The fabric/vinyl must 

be compatible with panels and must be 

approved by the manufacturer.






.2
Fiberglass baffles: density of 112.1 kg/m3 or 

7lb./ft3 with resin hardened edges.






.3
Fastening: Hooks incorporated in the baffle with







ceiling suspension system.






.4
The suspended ceiling baffle will have a noise 







reduction coefficient (NRC) of = 









.5
Dimension: as per 

 requirement 







(25 – 50 - 100mm) (2” - 3” – 4”) thickness.

